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ADJUSTABLE DUAL PS3 RAPID FIRE MOD ASSEMBLY 

INSTRUCTIONS 

FOR ALL PS3 CONTROLLERS (Dualshock 3 and Six-Axis) 

REV 1.0 

 

Included with this kit: 

QUANTITY DESCRIPTION 

1 Custom Adjustable Dual Rapid Fire Module 

 

Needed to install this kit: 

- Soldering Iron 

- Small Phillips Screwdriver 

- 5/32ò Drill Bit and Drill 

- Wire Strippers and Cutters 

- Hot Glue Gun with Glue Sticks 
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Step 1:  Remove the five screws on the bottom side of the controller.  The locations of 

the screws are shown below.  Once the screws are removed, the bottom of the 

controller can be removed.  There is an internal clip which can be released by pressing 

on the location shown below.  Be careful not to disassemble more than you need to 

since the more you take apart, the more you will have to put back together later on. 
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Step 2:  These instructions focus on how to mod R1 and R2 together, although it is 

possible to mod other combinations with this same kit.  Depending on exactly which 

buttons youôre modding and where you want your buttons, you may want to drill two 

holes on the same side of the controller.  Drill two holes in the bottom of the controller in 

the locations shown below.  Ream the holes slightly by rotating the drill bit around (this 

helps ensure that the button doesnôt get stuck later).   
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Drill a third hole in the location below.  Also ream this hole out. 
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Step 3: Use hot glue to mount the board to the back of the controller where shown 

below.  Ensure that the three wires for the pot are on the right hand side as shown 

(orange, yellow and white/black).  This will allow for more organize wire routing later. 

 

  


